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B75
Air Operated

Double Diaphragm Pump
Aluminium, Cast Iron & Stainless

Steel Series
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Displacement Per Stroke: 3.56 litres
(.78 UK gallons)

Fluid Flowrate: 0 to 889 litres per minute
(0 to 196 UK gallons per minute)
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Fluid Flowrate
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1.36 Bar (20 PSI) Air Inlet Pressure
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B75

IMPORTANT
This pump should be used in accordance with the requirements of the

Health and Safety at Work Act 1974.
All business conducted subject to Blagdon Pump. Terms and Conditions

of Sale available on request.

Lambert Road, Armstrong, Washington,
Tyne & Wear NE37 1QP    ENGLAND
Tel: (0191) 4177475    Fax: (0191) 4175435
e-mail: sales@blagdonpump.com
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A Unit of IDEX Corporation

www.blagdonpump.com

DISTRIBUTOR

�������

DISCHARGE PORT
3" BSP (PARALLEL) 

INTERNAL THREADS

SUCTION PORT
3" BSP

(PARALLEL) 
INTERNAL THREADS

1" NPT EXHAUST PORT
FOR OPTIONAL PIPING EXHAUST

AIR IN SUBMERGED APPLICATIONS.

AIR INLET
3/4" BSP (PARALLEL)
INTERNAL THREADS

DATA SHEET, SERVICE & OPERATING MANUAL
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MODEL - B75

DESIGN LEVEL

WETTED COMPONENTS
A: Aluminium
C: Cast Iron
S: Stainless Steel

NON-WETTED COMPONENTS
A: Aluminium
C: Cast Iron

CHECK VALVE TYPE

SUCTION ORIENTATION
B: Bottom

B: Solid Ball
W: Weighted Ball

VALVE SEATS

A: Aluminium
C: Carbon Steel
S: Stainless Steel
N: Neoprene
B: Buna-N
E: EPDM
V: Viton®

T: PTFE

CHECK VALVES
T: PTFE
B: Buna-N
N: Neoprene
E: EPDM
R: Santoprene®

DIAPHRAGMS
T: PTFE
B: Buna-N
N: Neoprene
R: Santoprene®

V: Viton®

E: EPDM

B75. 01. A A. B B. B B BTYPICAL CODE =

Maximum delivery: 889 ltrs/min
Max. working pressure: 8.6 bar
Max. solid particle size: 6 mm
Air inlet: 3/4" BSP (Parallel, Internal)
Temperature limits: Determined by Elastomers
Fluid inlet/outlet: 3" BSP (Parallel, Internal)
Installation: Surface mounted
Accessories included: Exhaust air silencer
Shipping weights with
Aluminum mid sections: A: 52 kg

C: 98 kg
S: 87 kg

Shipping Dimensions: 710 x 450 x 890 mm
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CAUTION! Operating temperature limitations are as follows:
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